[image: ]  Specifications
Metaflex SDA Automation


Specifications
Metaflex SDA Automation





30.63	

30.63.19-a HORIZONTAL SLIDING DOOR
0. HORIZONTAL SLIDING DOOR

6. SLIDING DOOR MECHANISM
Manufacturer: Metaflex Doors Europe BV 
Type: SDA 04
Drive:
· Microprocessor-controlled and regulated electromechanical sliding door drive (230 Vac).
The control has an RS-232 processor communications port for connecting to a building management system. In case of power failure, the door can be opened manually. Opening time adjustable up to a max. 0.8 m/sec. If the door is manually moved, the control unit takes over in the direction initiated by hand. In the event of a fire or use of emergency power, the door either opens or closes, depending on whether it is a fire door or an escape door. The service code can easily be read on the controller display.
Drive speed:
· adjustable up to 0.8 m/sec.
Security:
· photocell protection in the clearance opening.
· continuous control of the door speed.
Pulse sensor:
· pull switch on both sides of the door.
· 2-point probe with emergency button on the rail side of the door.
Sluice operation function:
· standardly equipped with sluice operation between this door and another door via control circuit interruption, with or without a motor blockage; if several doors are joined in a sluice operation, an optional interlock control is required.
Options:
· safety ruler on the front of the door.
· Stainless steel VS2-type foot switches on both sides of the door.
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